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Matlab code for m-file ps8.m part_2_of_3 

% set-up of shift register in forward direction 
shs=ones(3,n+3); 
shst=ones(3,n+3,n+l); 

% set multipliers 

% determine coding states in forward direction 
% expressed in shst 
% sc8t and m8t solve vector addition (sc8t) and 
% vector multiplication (m8t) 
for i=l:n 

ins=sc8t(shs(3,:),xn(i,:)); 
ins3:m8t(ins,a7); 
ins2=m8t(ins,a8); 
insl=m8t(ins,a5); 
tsl=insl; 
ts2=sc8t(shs(l,:),ins2); 
ts3=sc8t(shs(2,:),ins3); 
shs(3,:)=ts3; 
shs(2,:)=ts2; 
shs(l,:)=tsl; 
shst(:,:,i+l):shs; 

end 

FIG. 21B 
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Matlab code for m-file ps8.m part_3_of_3 
% set-up of shift register in reverse direction 
chk=[2 2 2]; 
shr=ones(3,n+3); 
shr(1,1)=chk(1); 
shr(2,2)=chk(2); 
shr(3,3)=chk(3); 

% determine coding state in reverse direction in shrt 

end 

% determine comparative states in resrs 

end 

FIG. 21C 
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Matlab program AC8.m for ?nding error location 

% actual coder to determine check symbols 
shifts=[1 l l]; 
%xin:[4 2 315 6 7 8]; 
Xin=[2 2 2 2 2 2 2 2]; 
shiftst(l,:)=shifts; 
for i =l:8 

in:sc8(shifts(3),Xin(i)); 
in3:m8(in,7); 
in2:rn8(in,4); 
inl=rn8(in,5); 
tl=inl; 
t2=sc8(shifts(l),in2); 
t3=sc8(shifts(2),in3); 
shifts(3)=t3; 
shifts(2)=t2; 
shifts(l):tl ; 
shiftst(i+l ,:):shifts; 

end 

% ctab generated by ps8 is one shift register represented 
% in resrs 

% vr8t determines the actual result of the expression 

% create error in received codeword 

cin:[shifts Xin]; 
er=[111l1146111]; 
cin:sc8t(cin,er); 
for i:l:9 

b1(i)=vr8t(al,cin); 
end 

FIG. 22 
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METHODS AND SYSTEMS FOR RAPID 
ERROR CORRECTION OF REED-SOLOMON 

CODES 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation-in-part and claims the 
bene?t of US. Non-Provisional patent application Ser. No. 
1 1/775,963 ?led on Jul. 1 1, 2007 Whichis incorporated herein 
by reference in its entirety. This application also claims the 
bene?t of US. Provisional Patent Application Ser. No. 
61/332,974, ?led May 10, 2010 Which is incorporated herein 
by reference in its entirety. 

BACKGROUND OF THE INVENTION 

The present invention relates to error correcting coding and 
decoding. More speci?cally it relates to correcting symbols in 
error in cyclic codes. 

Error correction of digital codes is Widely used in telecom 
munications and in transfer of information such as reading of 
data from storage media such as optical disks. Detection of 
errors can take place by analyZing symbols that Were added to 
the information symbols during coding. The relation betWeen 
information symbols and the added coding symbols is deter 
mined by a rule. If after reception of the symbols such relation 
betWeen the symbols as provided by the rule no longer holds, 
it can be determined that some of the symbols are different or 
in error compared to the original symbols. Such a relationship 
may be a parity rule or a syndrome relationship. If the errors 
do not exceed a certain number Within a de?ned number of 
symbols it is possible to identify and correct these errors. 
Known methods of creating error correcting codes and cor 
rection of errors are provided by BCH codes and the related 
Reed-Solomon (RS) codes. These are knoWn as (p,k) codes 
having codeWords of p n-valued symbols of Which k symbols 
are information symbols. 

Error-correction in (p,k) codes usually involves locating 
symbols in error, determining the magnitude of an error and 
determining the correct value or state of a symbol. Calcula 
tions in (p,k) codes such as RS codes can be time and/or 
resource consuming and may add to a coding latency. 

The inventor has described in earlier patent applications 
hoW after determining an error location in a codeWord one can 
determine the correct symbol value Without ?rst determining 
an error magnitude or error value as it is also called. Also 
described in earlier patent applications is the up-and-doWn 
approach in determining intermediate coding states. These 
aspects are described in US. Provisional Patent Application 
No. 60/807,087, ?led Jul. 12, 2006, and US. Provisional 
PatentApplication No. 60/821,980 ?ledAug. 10, 2006 Which 
are both incorporated herein by reference in their entirety. 
US. patent application Ser. No. 11/739,189 ?led Apr. 26, 
2007 and US. patent application Ser. No. 11/743,893 ?led 
May 3, 2007 and US. patent application Ser. No. 11/775,963 
?led on Jul. 11, 2007 are also incorporated herein by refer 
ence in their entirety. 

For instance US. patent application Ser. No. 11/775,963 
requires the creation of a state difference matrix created from 
assumed symbols in error. One may Write all up and doWn 
states as a state difference vector. One may further put in the 
position of a vector a 0 When corresponding states are iden 
tical and a 1 When corresponding states are different. One can 
then create a matrix formed of state difference vectors for 
speci?c error combinations. Furthermore, the vectors Will be 
put in descending order of number of 0s in the matrix. One can 
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2 
easily create the vectors by inserting errors in codeWords and 
determining the state difference vectors. A representative 
state difference matrix is shoWn in FIG. 24 of this patent 
application. This method can be effective in detecting errors 
in relatively short codeWords. HoWever, applying it to long 
Words may create a very large matrix. 

Thus, one of the most time and/or resource consuming 
efforts in error correction of symbols in error in a Reed 

Solomon codeWord, especially in a long code-Word, is the 
determination of an error location. This creates a bottleneck 

in high speed decoding and error correction of received code 
Words in error in applications that involve high speed data 
transfer. 

Accordingly novel methods and apparatus that can locate 
and correct a symbol in error in a faster or easier Way are 

required. 

SUMMARY OF THE INVENTION 

One aspect of the present invention presents a novel 
method and apparatus that can rapidly detect and correct 
errors in (p,k,n) codeWords With p n-state symbols of Which k 
n-state symbols are data symbols and (p-k) symbols are check 
symbols, With n>2, p>2 and k>p-k, and Wherein each n-state 
symbol is represented by a signal. 

In accordance With an aspect of the present invention a 
method is provided for locating at least one n-state symbol in 
error in a plurality of signals representing a sequence of p 
n-state symbols Wherein k n-state symbols are data symbols 
and (p-k) n-state symbols are check symbols, With n>2, p>2 
and k>2, comprising receiving by a processor of a plurality of 
signals representing the p n-state symbols, Wherein k<(p—k), 
evaluating by the processor of at least a ?rst expression rep 
resenting a comparative state of an encoder in forWard coding 
direction and in reverse coding direction, and Wherein the 
expression uses a value related to a received signal that rep 
resents a single n-state symbol as an input. 

In accordance With an aspect of the present invention a 
method is provided for error correction, comprising receiving 
by a receiver of a codeWord of n-state symbols With n>2 
containing a plurality of n-state data symbols and a plurality 
of n- state check symbols, an n- state symbol being represented 
by a signal, each check symbol being determined by an 
n-state expression Wherein the n-state data symbols are vari 
ables, a processor determining a plurality of comparative 
coding states, each comparative coding state being deter 
mined by combining a related forWard coding state With a 
related reverse coding state, the processor locating a symbol 
in error in the codeWord based on the plurality of comparative 
coding states, the processor determining an error value for the 
symbol in error in the codeWord, and the processor determin 
ing a correct value for the symbol in error. 

In accordance With another aspect of the present invention 
a method is provided, Wherein each of the comparative coding 
states is determined by the processor by evaluating a com 
parative coding expression that has the plurality of n-state 
data symbols and the plurality of n-state check symbols in the 
codeWord as variables. 

In accordance With yet another aspect of the present inven 
tion a method is provided, Wherein a partial result of the 
comparative coding expression is evaluated after an n-state 
symbol in the codeWord has been received by the receiver and 
before a next n-state symbol in the codeWord is available for 
processing by the processor. 

In accordance With yet another aspect of the present inven 
tion a method is provided, Wherein an n-state symbol that is 
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generated by a comparative coding expression that deter 
mines a comparative coding state is applied to determine the 
error value. 

In accordance With yet another aspect of the present inven 
tion a method is provided, Wherein no syndrome is applied to 
determine the error location. 

In accordance With yet another aspect of the present inven 
tion a method is provided, Wherein the comparative coding 
expression applies an n-state logic function that is de?ned 
over a ?nite ?eld GF(n). 

In accordance With yet another aspect of the present inven 
tion a method is provided, Wherein an n-state symbol is rep 
resented by a plurality of binary signals. 

In accordance With yet another aspect of the present inven 
tion a method is provided, Wherein the codeWord is charac 
teriZed by an n-state Linear Feedback Shift Register. 

In accordance With yet another aspect of the present inven 
tion a method is provided, Wherein the comparative coding 
expression is represented by a plurality of coef?cients. 

In accordance With yet another aspect of the present inven 
tion a method is provided, Wherein the method is imple 
mented in a mobile communication receiver. 

In accordance With an aspect of the present invention an 
apparatus is provided comprising, a memory to store and 
retrieve data, including instructions, a processor enabled to 
execute instructions to perform the steps: processing a code 
Word of n-state symbols With n>2 containing a plurality of 
n-state data symbols and a plurality of n-state check symbols, 
an n-state symbol being represented by a signal received by a 
receiver, each check symbol being determined by an n-state 
expression Wherein the n-state data symbols are variables, 
determining a plurality of comparative coding states, each 
comparative coding state being determined by combining a 
related forWard coding state With a related reverse coding 
state, locating a symbol in error in the codeWord from the 
plurality of comparative coding states, determining an error 
value for the symbol in error; and determining a correct value 
for the symbol in error. 

In accordance With a further aspect of the present invention 
an apparatus is provided, Wherein each of the comparative 
coding states is determined by evaluating an comparative 
coding expression that has the plurality of n-state data sym 
bols and the plurality of n-state check symbols in a received 
codeWord as variables. 

In accordance With yet a further aspect of the present inven 
tion an apparatus is provided, Wherein a partial result of the 
comparative coding expression is evaluated after an n-state 
symbol in the codeWord has been received by the receiver and 
before a next n-state symbol in the codeWord is available for 
processing by the processor. 

In accordance With yet a further aspect of the present inven 
tion an apparatus is provided, Wherein an n-state symbol that 
is generated by a comparative coding expression that deter 
mines a comparative coding state is applied to determine the 
error value. 

In accordance With yet a further aspect of the present inven 
tion an apparatus is provided, Wherein no syndrome is applied 
to determine the error location. 

In accordance With yet a further aspect of the present inven 
tion an apparatus is provided, Wherein the comparative cod 
ing expression applies an n-state logic function that is de?ned 
over a ?nite ?eld GF(n). 

In accordance With yet a further aspect of the present inven 
tion an apparatus is provided, Wherein an n-state symbol is 
represented by a plurality of binary Words. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
In accordance With yet a further aspect of the present inven 

tion an apparatus is provided, Wherein the apparatus is part of 
a communication device. 

In accordance With yet a further aspect of the present inven 
tion an apparatus is provided, Wherein the apparatus is part of 
a mobile communication receiving device. 

In accordance With yet a further aspect of the present inven 
tion an apparatus is provided, Wherein the apparatus is part of 
a data storage device. 

In accordance With yet a further aspect of the present inven 
tion an apparatus is provided, Wherein the codeWord is a 
Reed-Solomon codeWord. 

In accordance With yet a further aspect of the present inven 
tion the apparatus is provided, Wherein n; 16. 

In accordance With yet a further aspect of the present inven 
tion the apparatus is provided, Wherein n>16. 

It is another aspect of the present invention to provide 
apparatus and systems that Will implement the methods pro 
vided in the present invention. 

DESCRIPTION OF THE DRAWINGS 

FIGS. 1-6 are examples of encoders in LFSR diagram in 
accordance With an aspect of the present invention; 

FIG. 7 is a How diagram of an error correcting approach in 
accordance With an aspect of the present invention; 

FIGS. 8-10 illustrate an implementation of an aspect of the 
present invention; 

FIG. 11 is an example of an encoder in LFSR diagram in 
accordance With an aspect of the present invention; 

FIGS. 12 and 13 illustrate a system in accordance With an 
aspect of the present invention; 

FIGS. 14 and 15 illustrate an implementation of an n-state 
sWitching function in accordance With an aspect of the 
present invention; 

FIG. 16 illustrates a forWard coder and a corresponding 
reversing coder in accordance With an aspect of the present 
invention; 

FIGS. 17 and 18 illustrate comparative coding states in 
accordance With an aspect of the present invention; 

FIG. 19 illustrates a comparative decoding table in accor 
dance With an aspect of the present invention; 

FIG. 20 illustrates a system in accordance With an aspect of 
the present invention; and 

FIGS. 21A, 21B, 21C and 22 illustrate computer code in 
accordance With an aspect of the present invention. 

DESCRIPTION OF A PREFERRED 
EMBODIMENT 

BCH-codes and more in particular Reed-Solomon (RS) 
codes are among the mo st Widely used error-correcting codes. 
A BCH codeWord can be formed by applying a Linear Feed 
back Shift Register (LFSR). In general, a codeWord is a sys 
tematic code. A sequence of data symbols is entered into an 
LFSR. A content of the shift register of the LFSR after enter 
ing the data symbols is considered to form a series of check 
symbols, Which are concatenated to the sequence of data 
symbols to form a codeWord. 
The LFSR of a coder can be selected in a certain and 

pre-described Way. If conditions of a BCH or RS code have 
been met then one may detect and correct a certain number of 
symbols in error in the codeWord. Detection of an error in a 
codeWord can be achieved by entering the data symbol part of 
the codeWord in an LFSR based coder to generate the check 
symbols. If the neWly generated check symbols are identical 
to the check symbols in the codeWord it may be assumed that 








































